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AS A RESULT OF THIS SUBSTITUTION. 

PAYMENT WILL BE ALLOWED FOR ANY ADDITIONAL MATERIALS

DUCT WITH ELECTRIC CABLE IN CONDUIT. NO ADDITIONAL

CONTRACTOR HAS THE OPTION TO SUBSTITUTE THE UNIT

20'-0" TO GRADE AT ALL LOCATIONS.

AERIAL CABLE MUST HAVE A MINIMUM CLEARANCE OF

GENERAL NOTES.

ABBREVIATIONS. SEE DRAWING E-2 FOR ELECTRICAL

SEE DRAWING E-1 FOR ELECTRICAL SYMBOL LIST AND

EQUAL) EVERY 3'-0", NOTE 3

WITH WOVEN GRIP (OR APPROVED

UNIT DUCT ATTACHED TO POLE

3/C NO. 2 & 1/C NO. 4 GND.

SEE DETAIL AT RIGHT

CONDUIT OR UNIT DUCT CONNECTION.

AERIAL CABLE TO ELECTRIC CABLE IN

WOOD POLE, NOTE 3

UNIT DUCT ATTACHED TO
NOTE 3

TRENCH

UNIT DUCT IN

& 1/C NO. 4 GND.,

3-1/C NO. 2


